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TYRE COUPLING 
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TYRE COUPLING TC SERIES 

Size Max Bore 
Max 

Speed 

Cont. 
Rating  
Torque 

HP/100 
Max 

Torque 
A Dia 

Appx  
Dimension

s L 

  mm RPM NM rpm NM mm mm 

TC/Z/001 9 6000 Nominal     42 54 

TC/Z/002 11 6000 Nominal     54 68 

TC/Z/003 14 6000 Nominal     70 78 

TC/Z/004 18 6000 Nominal     93 74 

TC/Y/005 22 5500 6 0.08 18 97 74 

TC/X/006 24 5500 12 0.17 36 105 84 

TC/W/007 28 5500 18 0.25 54 105 111 

TC/V/008 32 5500 24 0.34 72 120 95 

TC/U/009 38 5500 36 00.5 108 135 108 

TC/US/009
5 

42 5500 46 0.65 138 144 120 

TC/T/010 45 4400 54 0.75 162 160 132 

TC/S/011 48 4300 64 00.9 192 164 133 

TC/R/012 45 4200 84 1.18 282 176 147 

TC/Q/013 51 3750 132 1.85 396 188 145 

TC/P/014 62 3200 200 02.8 600 212 155 

TC/O/015 76 2750 265 03.7 795 240 173 

TC/N/016 90 2700 355 00.5 1065 270 181 

TC/M/017 95 2600 565 07.9 1695 280 215 

TC/L/018 100 2550 720 10.1 2160 310 195 

TC/K/019 105 2500 940 13.2 2820 316 202 

TC/J/020 130 2200 1440 20.2 4320 370 225 

TC/I/021 130 2000 1795 25.2 5365 370 240 

TC/H/022 150 1700 2870 40.3 8610 412 256 

TC/G/023 150 1600 4445 62.4 13335 448 280 

TC/F/024 200 1300 6425 90.2 19275 530 282 

TC/E/025 165 1250 8215 115.3 24645 546 365 

TC/D/026 and larger 

D Dia E M 

Torsio-
nal 

Stiffnes
s 

Inertia 
MR^2 

Max  
Misalig
nment 
Radial 

Axial Ang Weight 

mm mm mm NM/rad KgM^2 mm mm deg kg 

27 19 16 60 - 0.1 0.2 0.3 0.2 

38 24 20 150 0.0001 0.1 0.2 0.3 0.5 

43 27 24 220 0.0003 0.1 0.2 0.3 0.7 

30 26 22 415 0.0006 1.5 0.2 3.5 0.9 

35 25 24 520 0.0008 1.5 0.2 0.4 1.3 

38 32 20 630 00.001 1.5 2.5 0.4 1.6 

43 40 31 1000 00.001 1.5 2.5 0.4 1.7 

51 37 21 1455 00.003 1.5 2.5 0.4 2.7 

58 39 30 1890 00.005 0.2 2.5 0.4 3.4 

66 48 24 2400 00.008 0.2 2.5 0.4 5.2 

71 49 34 2600 00.012 0.2 2.5 0.4 6.4 

75 51 31 3200 00.016 2.5 2.5 0.4 7.7 

71 53 41 4000 00.017 2.5 2.5 0.4 7.4 

80 53 39 4300 00.027 2.5 2.5 0.4 10 

95 56 43 6200 00.036 2.5 0.3 0.4 12 

118 62 49 8900 00.084 2.5 0.3 0.4 19 

140 68 45 9900 00.148 0.3 3.5 0.4 27 

145 76 63 13400 00.189 0.3 3.5 0.4 32 

154 90 15 14200 00.305 3.5 0.4 0.4 42 

159 96 10 35000 00.358 3.5 0.4 0.4 48 

203 110 6 47600 00.815 0.4 4.5 0.4 79 

203 115 10 66000 00.868 0.4 4.5 0.4 85 

237 118 20 110000 001.49 0.4 0.5 0.4 115 

230 125 30 188000 0001.9 4.5 0.6 0.4 127 

315 128 26 200000 0004.8 0.5 0.6 0.4 218 

280 147 71 310000 0005.2 0.5 0.6 0.4 224 
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TYRE COUPLING PH SERIES  

Size Max. Max. Cont. Rating Max. Appx. Dimension MM Torsional Max. Weight 

Bore Speed Torque MR^2 Misalignment KG 

mm RPM mm Stiffness     

      Nm / Rad     

    Torque H.P./100   A Dia. G Dia. E C L KgM^2 Radial Axial Angular   

    kgm RPM   mm mm mm mm mm   mm +- mm deg   

PH-76 27 6000 18 0.25 54 76 39 30 14 66 255 0.00024 1 2 4 0.84 

PH-86 34 6000 29 0.4 87 86 49 35 14 76 410 0.00055 1.5 2 4 1.35 

PH-96 36 5500 36 0.5 108 96 51 35 16 76 510 0.00086 1.5 2 4 1.5 

PH-106 38 5500 45 0.6 135 106 54 35 18 76 618 0.00135 1.5 2.5 4 1.9 

PH-116 42 5500 55 0.75 165 116 60 40 22 88 765 0.0023 1.5 2.5 4 2.75 

PH-126 48 5500 90 1.25 270 126 68 40 22 88 1275 0.0035 2 2.5 4 3.5 

PH-140 50 5500 125 1.75 375 140 72 46 26 100 1815 0.006 2 2.5 4 4.75 

PH-160 50 5500 165 2.25 495 160 82 50 28 108 2350 0.0112 2 2.5 4 6 

PH-178 60 4500 220 3 660 178 100 60 32 128 3140 0.023 2.5 2.5 4 11 

PH-190 65 4000 285 4 855 190 105 70 30 146 4170 0.034 2.5 2.5 4 14 

PH-218 75 3500 430 6 1290 218 124 75 36 160 6380 0.065 2.5 3 4 21 

PH-250 80 3000 610 8.5 1830 250 145 90 40 192 9075 0.123 3 3.5 4 32 

PH-272S 75 2750 740 10.5 2220 272 125 80 40 173 10800 0.131 3 3.5 4 28 

PH-272H 100 2750 740 10.5 2220 272 163 96 40 205 10800 0.189 3 3.5 4 38 

PH-292S 80 2600 1070 15 3210 292 130 80 47 175 16200 0.178 3.5 4 4 30 

PH-292H 105 2600 1070 15 3210 292 168 105 47 228 16200 0.243 3.5 4 4 44 

PH-316S 90 2500 1320 18.5 3960 316 150 90 47 195 18800 0.27 3.5 4 4 40 

PH-316H 115 2500 1320 18.5 3960 316 190 115 47 245 18800 0.395 3.5 4 4 60 

PH-342S 90 2250 1870 26 5610 342 150 90 53 195 26700 0.36 4 4.5 4 45 

PH-342H 120 2250 1870 26 5610 342 198 120 53 255 26700 0.52 4 4.5 4 71 

PH-390S 100 2000 2850 40 8550 390 165 100 57 218 40700 0.717 4 5 4 70 

PH-390H 140 2000 2850 40 8550 390 230 140 57 298 40700 1.1 4 5 4 115 

PH-450S 130 1600 5000 70 15000 450 216 120 60 270 71400 1.36 4.5 6 4 110 

PH-450H 175 1600 5000 70 15000 450 286 170 60 360 71400 2.42 4.5 6 4 190 

PH-520S 150 1480 7150 100 21450 520 250 135 62 294 102000 2.6 5 6 4 170 

PH-520H 220 1480 7150 100 21450 520 324 180 62 384 102000 5.45 5.5 6 4 300 

PH-600 As 1300 12850 180 38550 60 To Suit Requirements 184000 ON 6 8 4 On 
Request  PH-672 Required 1100 19230 270 57690 672 275000 Request 6.5 8 4 

PH-725   1000 28500 400 85500 725 407000 ST 6.5 8 4 

PH-812   850 42740 600 128220 812 612000   7 8 4 

PH-1000   750 64100 900 192300 1000 918000   8 8 5 

PH-1100   650 85500 1200 256500 1100 1216000   8 8 5 

PH-1175   550 107000 1500 321000 1175 1530000   8 10 6 

PH-1250   500 143000 2000 429000 1250 2040000   8 12 6 
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TYRE COUPLING F SERIES 
FENNER TYPE 

Couplin
g 

flexible 
tire size 

Tyre coupling 
bore 

A 
mm 

L 
mm 

D 
mm 

E 
mm 

C 
mm 

G** 
mm 

M** 
mm 

F 
mm 

Motor 
power 

per 100 
rev./min 

kw. 

Power 
per 
100 

rev./min 
H.P. 

Max 
speed 

rev/min 
min mm 

max. 
mm 

40-F 13 30 104 66 - 22 82 43 22 - 0.20 0.26 4400 

45-F 13 32 120 74 - 25 94 43 24 - 0.35 0.46 4400 

50-F 18 38 133 89 79 32 100 43 25 - 0.50 0.67 4400 

60-F 18 48 165 109 73 38 125 43 33 - 1.05 1.40 3900 

70-F 20 55 197 130 82 45 144 10 40 101 1.60 2.14 3600 

80-F 26 65 211 145 95 51 167 10 43 106 2.55 3.41 3000 

85-F 32 70 222 150 103 53 179 13 44 107 3.10 4.15 2900 

90-F 32 76 235 160 110 57 188 13 46 119 3.75 5.02 2800 

100-F 32 85 254 168 124 60 216 13 48 123 5.19 6.95 2500 

110-F 32 90 279 174 134 65 233 14 44 127 7.32 9.80 2200 

120-F 39 102 314 201 152 76 264 14 49 140 12.20 16.34 2000 

140-F 76 120 359 211 195 89 311 14 24 152 19.20 25.72 1700 

160-F 75 140 402 234 216 102 345 19 30 156 32.10 43.01 1500 

180-F 75 175 470 274 266 114 398 19 46 188 57.00 76.38 1400 

Sizes 40 – 60 Sizes 70 – 180 


